GREENE COUNTY CORNER PERPETUATION RECORD 
Corner ID: Jackson_J17 
Section Corner 


Sections 10, 11, 14 & 15 - TO6N - RO3W, 2nd P.M. 
Jackson Township, Greene County, Indiana 





PERPETUATION RECORD 
MONUMENT: Describe monument set or found (Include material type, scribing, distance above/below grade, dimensions.) 
12” x 6” stone found 0.4 feet above grade with a chiseled + on top. A 1” galvanized iron pipe with an illegible cap (of 
the type typically set by Henry Dorman) was found 5” above grade at the northwest corner of stone. 


OTHER EVIDENCE: Describe corner location relative to nearby features and how to reach the corner location — note fences, roads, timber 
cutting lines, mow lines, clearings, plantings, streams, topo changes, etc. 

The stone is approximately 410 feet south of Wright Road at the southerly projected south end of a north/south fence to 
the north. It is more practical to approach this corner from the east because there is a cliff on the north side of the stone. 
The stone is approximately in line with fence remains to the east and 8.5 feet south of fence remains to the west. 


GEODETIC COORDINATES: (OSM #10127) 
Datum 
InGCS Greene Zone, US Survey Feet 
NAD83(2011) IN West Zone, US Survey Feet 


WITNESS MONUMENT TIES: Describe at least three witness objects. 
Description 


|Description 
2” mag nail and 1-1/2” orange plastic disc set in hack mark 12” above grade on 
the southwest side of a 10” dbh maple with east/west fence 
a i | 2” mag nail and 1-1/2” orange plastic disc set in hack mark 9” above grade on 
the southwest side of a 9” dbh maple 


2” mag nail and 1-1/2” orange plastic disc set in hack mark 6” above grade on 
the east side of a 6” dbh maple with a Greene County Survey Marker sign set 
5.5 feet above grade on the north side of the tree 
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CORNER REPORT 
THEORY OF LOCATION: Describe the theory of location for acceptance of this monument. 
The origin of this monument is unknown, but it is consistent with the type of stones set by the Greene County 
Surveyors of the mid-1800s. In 1882, Parker noted that one of the original bearing trees was still standing at this corner, 
which leads us to believe that this stone is a direct perpetuation of the original wood corner post. The stone first 
appeared in the modern survey record in 1992 and subsequent surveys have consistently accepted it as the corner. 
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EXISTING SURVEY HISTORY: Include as much detail and history of the corner as known at the time of perpetuation. 


ORIGINAL GOVERNMENT SURVEY: 
Year Surveyed: 1811-1812 By: Arthur Henrie 
Where filed or recorded: F_ EVO3P339 

Original monument: Wooden Post 


Bearing Trees or Witness Ties: 
12” white oak 





10” white oak 


OTHER SURVEY HISTORY: Include details such as surveyor name, date, recording info, monument description, etc. 


Description 
1/3/1848 Legal Survey in Section 14 (Monument not described) LSB 1, pg 175-176 
2/22/1851 Legal Survey in Section 15 (Monument not described) LSB 1, pg 231 


Legal Survey in Sections 11, 13 & 14 (Monument not 
described — noted the original white oak standing) 
Legal Survey in Section 15 (Monument not described) 
Survey in Section 15 (Found stone) 
Survey for Mynatt in Section 10 
Survey for Jacobs in Section 15 
Survey for Gholson in Sections 15 & 16 
Survey for Miller in Section 15 
Woodyard Site in Sections 3, 4, & 10 
Survey for Mynatt in Section 10 


UNCERTAINTIES IN THE CORNER LOCATION DUE TO: 

@ Variances in the Monumentation: None noted. 

e Discrepancies in the Documents: None noted. 

e Inconsistencies in the lines of Occupation: None noted. 

@ Theoretical Uncertainty (Random Errors in Measurement): The Relative Positional Accuracy of this survey is within the 
specifications for an Indiana Rural Survey (0.26 feet plus 200 ppm) as defined in IAC 865. 











PHOTOI 


&~ Be. 


D: Photograph close up photo of monument and a vicinity photo of the monument. 
ga Tie. as) I Lees mes t fi 4 La Bi qe 
ee : | 












a ee 






DENTIFIE 


: Xe 
: ie = 
: ~~) . 3, 
SB 7 
% ¢ cht ae eS ss, 
-_ : fi or eS re 
. SY a a Be te 
¢ ee as ; 5 : { yy 
a4) 2 Soa ; = 
AS : , a, « odd . 
js s Vie ee yr ’ Wind } ae 
fs = shy ti, 4 . \ Ta 
et: SS Fed - a bs 
if de sya Sie 4 





OTs a rae 
agin © Same eo .f 


oN SM 
ra Ww ge” 
CP) ay, L A “2 





me re a af Pace ft ‘ SC A RF eee Me OR War Nee a BS al 
Photo Orientation & Description: Stone and pipe at J17 Photo Orientation & Description: Looking southerly at J17 
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FIELD PERSONNEL: 
Field Date: 1/27/2022 By: Rachel Oser and Phillip Oser Project : Oser Surveying & Mapping LLC Job# 10226B Corner 


Perpetuation Survey for Jackson Township Sections 03, 04, 09 & 10, Township 6 North, Range 3 West 


BASIS OF GEODETIC COORDINATES: The basis of bearings is the Indiana Geospatial Coordinate System’s 
(InGCS) “Greene” zone NAD 83 (2011) epoch 2010.00, NAVD 88, geoid18 conus.db3, reported in US Survey Feet 
and decimal parts thereof. The zone was developed to minimize the differences between ground measured horizontal 
distances and the corresponding grid coordinate (map) distances within the county. Coordinates are also reported in 
Grid North System NAD83(2011)/Indiana West NAVD 88, Epoch 2010.0000, geoid18 conus.db3, US Survey Feet. 


Coordinates were established using the Javad GNSS Data Online Processing Service (DPOS) to post-process static 
observations collected with a Javad Triumph 3 base. Positional values of other points listed herein were determined 
either from static GNSS (Javad Triumph LS Rover), RTK GNSS (Javad Triumph LS Rover) or radially with a 
conventional total station (Nikon Nivo) from points established by RTK GNSS. Distances to witness ties were 
measured with a 100-foot steel tape. Bearings to witness ties were collected with the internal magnetic compass of the 
Javad Triumph LS and were automatically adjusted to InGCS Greene Zone Grid North. Bearings to witness ties are 
approximately shown hereon for reference. Priority should be given to provided distances over bearings. 
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